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= (54) Title: FLEXIBLE CARRIER WITH AN ELECTRICALLY CONDUCTING STRUCTURE 
= (54) Bezeichnung: FLEXIBLER TRAGER MIT ELEKTRISCH LEITFAHTGER STRUKTUR 



I \ 



(57) Abstract: A flexible 
carrier (10) consisting of a base 
layer made of plastic and at 
least one conducting structure 
(20) which is impressed at least 
on the base layer (12) with an 
electrically conductive paint on 
one side thereof. The at least one 
electrically conducting layer (20) 
is arranged between the base layer 
(12) and at least one covering 
layer (14) made of plastic and each 
of the optionally other electrically 
conducting structures (22) are 
respectively arranged between two 
successive other covering layers. 
The base layer (12) is connected to 
the at least one covering layer (14) and each of the optionally other covering layers is connected to the adjacent covering layers. 
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O (57) Zusammenfassung: Bei einem flexiblen Trager (10) mit einer Basisschicht aus Kunststotf und wenigstens einer mil elektrisch 
O ieitfahiger Farbe zumindest auf der Basisschicht (12) einseitig aufgedruckten, elektrisch leitfahigen Struktur (20) is t die wenigstens 
^ eine elektrisch leitfahige Struklur (20) zwischen der Basisschicht (12) und wenigstens einer Deckschicht (14) aus Kunststoff und 
Q jede der gegebenenfalls weiteren elektrisch leitfahigen Strukturen (22) zwischen jeweils zwei aufeinander folgenden weiteren Deck- 
le schichten angeordnet, und die Basisschicht (12) ist mit der wenigstens einen Deckschicht (14) und jede der gegebenenfalls weiteren 
Deckschichten ist mit den angrenzenden Deckschichten verbunden. 
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Erklarungen gemafi Kegel 4.17: 

— hinsichtlich tier Berechtigung des Anmelders, die Priori- 
tat einer friiheren Anmeldung zu beanspruchen (Regel 4.17 
Ziffer Hi) 

— Erfindererlddrung ( Regel 4A7 Ziffer iv) 
VerofTentlicht: 

— mit internaxionalem Recherclienbericht 



Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT -Gazette verwiesen. 



